KERALA CRICKET ASSOCIATION

CONSTRUCTION OF TOILET BUILDING AT KCA CRICKET GROUND ,KASARGOD

TENDER SCHEDULE

Ite
m

Quantity

Unit

Details of work

Rate in figures

Unit

Rate in words

Amount

Civil Works

50.00

Clearing grass and removal of the rubbish up to a distance of 50 m outside the periphery
of the area cleared.

/m2

40.00

m3

Earth work in excavation by mechanical means (Hydraulic excavator) / manual means
in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan),
including dressing of sides and ramming of bottoms, for all lift, including getting out the
excavated soil and disposal of surplus excavated soil as directed, within a lead of 50 m.
All kinds of soil.

/m3

76.00

m2

Centering and shuttering including strutting, propping etc. and removal of form work
for Foundations, footings, bases for columns

10.00

m3

Providing and laying in position cement concrete of specified grade excluding the cost
of centering and shuttering - All work up to plinth level : 1:4:8 (1 Cement : 4 coarse sand
(zone-III) : 8 graded stone aggregate 40 mm nominal size)

/m3

84.00

Centering and shuttering including strutting, propping etc. and removal of form for all
heights - Lintels, beams, plinth beams, girders, bressumers and cantilevers

/m2

15.00

m3

Reinforced cement concrete work in walls (any thickness), including attached pilasters,
buttresses, plinth and string courses, fillets, columns, pillars, piers, abutments, posts and
struts etc. above plinth level up to floor five level, excluding cost of centering,
shuttering, finishing and reinforcement : 1:1.5:3 (1 cement : 1.5 coarse sand(zone-III) :
3 graded stone aggregate 20 mm nominal size)

/m3

1800.00

kg

Steel reinforcement for R.C.C. work including straightening, cutting, bending,placing in
position and binding all complete upto plinth level - Thermo-Mechanically Treated bars
of grade Fe-500D or more

/kg

27.00

m3

Brick / Block Masonry Work : Providing and constructing masonry in walls using Solid
Concrete Blocks / Laterite Bricks / Other locally available material (specify:
)[Strike off whichever is not applicable] of standard size, confirming to
relevant IS standards with 15 cm thickness, set in cement mortar 1:6 (1 cement : 6 coarse
sand), including all necessary scaffolding, curing, raking of joints, and finishing the
surface flush, complete as per specifications and direction of Engineer-in-Charge.

/m3

46.00

m3

Backfilling the surplus earth including consolidating each deposited layer by ramming
and watering in layers not exceeding 20 cm in depth,

/m3

210.00

15 mm cement plaster on rough side of single or half brick wall of mix: 1:4 (1 cement: 4
coarse sand)
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778.00

Sqft

Providing trafford, coloured trafford sheet roofing 0.50 mm thick or nearest available
thickness of approved make ( Jindal, Hindalco,Oralium etc) including vertical or curved
surface, cost of materials, labour etc complete as per the direction of engineer in charge
at site. Rate to include steel work in built up tubular (round, square or rectangular hollow
tubes etc.) trusses etc., including cutting, hoisting, fixing position and applying a|
priming coat of approved steel primer, including welding and bolted with special shaped
washers etc. complete. (Hot finished welded type tubes).

/Sqft

6.00

m3

Providing and laying in position cement concrete of specified grade excluding the
costof centering and shuttering - All work up to plinth level : 1:3:6 (1 Cement : 3 coarse
sand (zone-III) : 6 graded stone aggregate 20 mm nominal size) - Flooring Base

/m3

48.00

Providing and laying Ceramic glazed floor tiles of size 300x300 mm or available size
(thickness to be specified by the manufacturer), of 1st quality, of approved make, in all
colours, shades, laid on 20 mm thick bed of cement mortar 1:4 (1 Cement : 4
Coarse,sand), jointing with grey cement slurry @ 3.3 kg/ sq.m including pointing
thejoints with white cement and matching pigments etc., complete. [ Basic Rate of Tile
:Rs.50/5qft]

63.00

Providing and fixing Ist quality ceramic glazed wall tiles conforming to IS: 15622
(thickness to be specified by the manufacturer), of approved make, in all colours, shades
except burgundy, bottle green, black of any size as approved by Engineer-in-Charge, in
skirting, risers of steps and dados, over 12 mm thick bed of cement mortar 1:3 (1 cement
: 3 coarse sand) and jointing with grey cement slurry @ 3.3kg per sqm, including
pointing in white cement mixed with pigment of matching shade complete [ Basic Rate
of Tile :Rs.50/sqft]

2.00

Providing and fixing PVC Door of approved make including cost materials,labour
freight charges loading, unloading, installation as directed by the Engineer in charge at
site.

/Nos

54.00

Providing and fixing Aluminium Frames with PVC Board partition (fixed and with door
& locking arrangements) of approved make including cost materials like nuts, bolts
etc.,labour freight charges loading, unloading, installation as directed by the Engineer in
charge at site.

/m2

118.00

Applying one coat of water thinnable Cement primer of approved brand andmanufacture
on wall surface : Water thinnable cement primer (outside +Inside)

/m2

118.00

Finishing walls with Acrylic Smooth exterior paint of required shade : New work (Two
or more coat applied @ 1.67 Itr/10 sqm over and including priming coat of exterior
primer applied @ 2.20 kg/10 sqm)

Page No 2/3

Contractor



Ite

m | Quantity | Unit Details of work Rate in figures Unit Rate in words Amount
No
Plumbing Works
Providing and placing on polyethylene water storage tank, with cover and suitable
19 1.00 Nos [locking arrangement and making necessary holes for inlet, outlet and overflow pipes /Nos
with fittings and the base support for tank.(2000Ltr)
Supplying and installation of 40 flush uses readymade concrete septic tank including
20 1.00 No [freight charges loading, unloading, installation as directed by the departmental officers /No
at site.
Constructing a soak pit of size 90 x 90 x 120 cm with solid block masonry in cm 1:5 ,
laid with vetical joints nor filled with mortar to a depth of 30 fcm from ground level and
21 1.00 Nos [covered filled with brick bats up to a depth 30 cm beliw from ground level and covered /Nos
with RCC 1: 1 1/2:3 slab having thickness 8 cm including cost of all materials, labour
charges for excavation , fixing , back filling etc complete.
Supply and installation of Plumbing and drainage works including all necessary pipes,
22 1.00 LS |fittings and other accessories /LS
(The work to include all the necessary santiray fixtures of approved make)
Electrical Works
Electrical works - supply and installation of 8nos tube light, 6nos exhaust fans, switches
23 1.00 LS . X . ! ! /LS
and sockets along with all cabling, conduits, accessories for powering the block
Total
Add GST @ 18 % Rs.
Grand Total Rs.
Rounded to Rs.

Rupees in words :

Place :

Date :

Signature of Contractor:

Name and Address:
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