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PART A : External Pavement Works

1 1500.00 m2

Preparation and consolidation of sub grade with power road roller 
of 8 to 12 tonne capacity after excavating earth to an average of 
22.5 cm depth, dressing to camber and consolidating with 
roadroller including making good the undulations etc. and re-
rolling the sub grade and disposal of surplus earthwith lead upto 50 
metres.

/m2

2 300.00 m3
Transporting the excavated earth within a lead of 1 km including 
hire charges of lorry/tipper, loading and unloading charges etc 
complete as perthe direction of Engineer-in-Charge.

/m3

3 300.00 m3
Supplying and stacking at site- 63 mm to 45 mm size stone 
aggregate 

/m3

4 300.00 m3
Supplying and stacking at site- 53 mm to 22.4 mm size stone 
aggregate 

/m3

5 610.00 m3

Laying, spreading and compacting stone aggregate of specified 
sizes of WBM specifications in uniform thickness, hand picking, 
rolling with 3 wheeled road/vibratory roller 8-10 tonne capacity in 
stages  to proper grade and camber, applying and 
broomiingrequisite type of screening/binding materials to fill up 
interstices of coarse aggregate, watering and compactingto the 
required density.

/m3

6 2970.00 m2
Supplying and stacking and spreading 6 mm thick red bajri, 
watering and rolling complete, including preparation of the surface 
rolling

/m2
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7 720.00 m2

Providing and laying factory made chamfered edge Cement 
Concrete paver blocks in footpath, parks, lawns, drive ways or 
light traffic parking etc, of required strength, thickness & 
size/shape. Made by table vibratory method using PU mould, laid 
in required colour & pattern over 50 mm thick compacted bed of 6 
mm hard broken stone, compacting and proper embedding/ laying 
of inter locking paver blocks into the hard broken stone bedding  
layer through vibratory compaction by using plate vibrator, filling 
the joints with sand and cutting of paver blocks as per required size 
and pattern, finishing and sweeping extra sand.complete all as per 
direction of Engineer-in-Charge, 80 mm thick CC paver blockof M-
35 grade with approved colour and pattern

/m2

8 9.50 m3

Providing and laying in position cement concrete of specified grade 
excluding the cost of centering and shuttering - All work up to 
plinth level : 1:4:8 (1 Cement : 4 coarse sand (zone-III) : 8 graded 
stone aggregate 40 mm nominal size)

/m3

9 195.00 m2

Providing and laying factory made chamfered edge Cement 
Concrete paver blocks in footpath, parks, lawns, drive ways or 
light traffic parking etc, of required strength, thickness & 
size/shape. Made by table vibratory method using PU mould, laid 
in required colour & pattern over 50 mm thick compacted bed of 6 
mm hard broken stone, compacting and proper embedding/ laying 
of inter locking paver blocks into the hard broken stone bedding  
layer through vibratory compaction by using plate vibrator, filling 
the joints with sand and cutting of paver blocks as per required size 
and pattern, finishing and sweeping extra sand.complete all as per 
direction of Engineer-in-Charge, 60 mm thick CC paver blockof M-
35 grade with approved colour and pattern - paver blocks to used 
from the stack available at site

/m2
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PART B : Partition Wall at Pavillion Block

10 600.00 kg

Steel work in built up tubular (round, square or rectangular hollow 
tubes etc. GP or equivalent quality) for store room partition frame 
& rack work including cutting, hoisting, fixing position and 
applying a priming coat of approved steel primer, two coats epoxy 
paint including welding and bolted with special shaped washers 
etc. complete as per the direction of Architect.

/kg

11 27.00 m2

Providing and fixing G.I. welded mesh fencing of required width 
in mesh size 50x50 mm made of G.I. wire of dia 4 mm and 
applying a priming coat of approved steel primer, two coats epoxy 
paintcomplete as per the direction of Engineer-in-charge.

/m2

12 22.00 m2

Providing and fixing Tin sheet of thickness 0.40 mm for partition 
works in store includding all materials cost, labour charges and 
applying a priming coat of approved steel primer, two coats epoxy 
paint etc, complete. as per the direction of Engineer-in-charge.

/m2

PART C : Water Tank and Support Structure Works

13 9.00 m3

Earth work in excavation by mechanical means (Hydraulic 
excavator) / manual means in foundation trenches or drains, ( not 
exceeding 1.50 m in width or 10 sqm on plan) including dressing 
of sides and ramming of bottoms, for all lift, including getting out 
the excavated soil and disposal of surplus excavated soil as 
directed, within a lead of 50 m.

/m3

14 2.00 m3

Dry rubble masonry with hard stone in foundation and plinth 
including levelling up with cement concrete 1:6:12 Stones shall be 
laid carefully without mortar, ensuring stable and tight interlocking 
of stones to maintain structural integrity. No cement mortar shall be 
used in the masonry, and stones shall be selected and placed to 
minimize voids. All stones shall be fitted tightly, utilizing smaller 
stones as fillers where needed, to achieve a compact and robust 
construction.- Stones to be used from the stacks available at site

/m3
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15 5.00 m2
Centering and shuttering including strutting, propping etc. and 
removal of form work for Foundations, footings,bases of columns. 

/m2

16 1.00 m3

Providing and laying in position cement concrete of specified grade 
excluding the cost of centering and shuttering - All work up to 
plinth level : 1:4:8 (1 Cement : 4 coarse sand (zone-III) : 8 graded 
stone aggregate 40 mm nominal size, Cement consumption should 
be of  171 kg/cum)

/m3

17 6.00 m3

Providing and laying in position specified grade of reinforced 
cement concrete, excluding the cost of centering, shuttering, 
finishing and reinforcement - All work up to plinth level :  1:1.5:3 
(1 cement : 1.5 coarse sand (zone-III): 3 graded stone aggregate 20 
mm nominal size, Cement used should be of 400 kg/cum)

/m3

18 1050.00 kg

Steel reinforcement for R.C.C. work including straightening, 
cutting, bending,placing in position and binding all complete upto 
and above plinth level - Thermo-Mechanically Treated bars of 
grade Fe-500D or more.

/kg

19 1150.00 kg

Steel work in built up tubular (round, square or rectangular hollow 
tubes etc. with TATA or equivalent quality) for water tank tower 
with plat form including cutting, hoisting, fixing position and 
applying a priming coat of approved steel primer, two coats epoxy 
paint including welding and bolted with special shaped washers 
etc. complete as per the direction of Architect.

/kg

20 1.00 nos

Providing and fixing 5000 lits capacity water storage tank for 
academy kitchen and installed in the fabricated water tank plat 
form in  5 meter height, including all materials cost, labour charges 
etc, complete.

/nos

21 70.00 m

Supplying, fixing at site  in position PVC Pipes (10 kg/cm2) of 
approved make For Cold Water Supply, complete with all 
necessary  fittings (elbows, unions, tees, reducers, couplings, 
nipples etc)     (Internal /External  / In shaft)- 11/2” (40 mm)  dia 

/m
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22 40.00 m

Supplying, fixing at site  in position PVC Pipes (10 kg/cm2) of 
approved make For Cold Water Supply, complete with all 
necessary  fittings (elbows, unions, tees, reducers, couplings, 
nipples etc)     (Internal /External  / In shaft)- 11/4” (32 mm)  dia 

/m

23 30.00 m

Supplying, fixing at site  in position PVC Pipes (10 kg/cm2) of 
approved make For Cold Water Supply, complete with all 
necessary  fittings (elbows, unions, tees, reducers, couplings, 
nipples etc)     (Internal /External  / In shaft)- 1” (25 mm)  dia 

/m

24 1.00 nos
Supplying,Fixing at site in position full way lever operated ball 
valve of PVC body with approved make with necessary MTA 
fittings in position as per drawings-11/2” (40 mm)  dia 

/nos

25 1.00 nos
Supplying,Fixing at site in position full way lever operated ball 
valve of PVC body with approved make with necessary MTA 
fittings in position as per drawings-11/4” (32 mm)  dia 

/nos

26 1.00 nos
Supplying,Fixing at site in position full way lever operated ball 
valve of PVC body with approved make with necessary MTA 
fittings in position as per drawings-1” (25 mm)  dia 

/nos

27 1.00 nos
Wall mount SS hand wash sink, SS 304 grade matt finish, 18 
gauge size 240x50x48cm

/nos

28 8.00 m2

Providing and fixing of Premium Quality Vitrified  kitchen Wall 
tiles of Nitco/ Johnson/ Nexion/ Qutone or equivalent brand and 
having size 1200 mm x 600 mm or nearest available size and 
thickness 8mm or nearest and shade as specified by the Architect, 
laid neatly over cement mortar 1:6 with joints by putting spacer, 
filling joints with first quality epoxy and cleaning neatly  to 
perfection, rate including material cost, transportation charges, 
charges of laying and finishing to the required level/ slope of the 
floor etc. complete. as per the directions of Architect. (Basic rate of 
tile should be of Rs.75/sq.ft at show room and rate up to floor 3 
level)

/m2

5 Contractor
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29 6.00 m3

Solid block masonry using pre cast solid blocks (Factory made) of 
size 30x20x15 cm or nearest available size confirming to IS 2185 
part I of 1979 for foundation and plinth with thickness 15cm in: 
CM 1:6 ( 1 cement :6
coarse sand) etc

/m3

30 90.00 m2
15 mm cement plaster on rough side of single or half brick wall of 
mix: 1:4 (1 cement: 4
coarse sand)

/m2

Total 

GST @18 %

Total (incl GST)

Date:

Sign & Seal of Contrator:

Name & Address of Contractor :

Rupees in Words:

Place :
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